ORDINANCE 06-2
ORDINANCE ENACTING ARTICLE lll SUBPARAGRAPH Vil OF THE RANSOM
COUNTY NORTH DAKOTA ZONING ORDINANCE RELATING TO:
AIRPORT OVERLAY ZONE

VIl. Purpose. In order to carry out the provisions of these overlay zones, there
are hereby created and established certain zones which include all of the land
lying beneath the Airport Imaginary Surfaces as they apply to airports in the
County of Ransom. Such zones are shown on the current Airport Airspace and
Runway Protection Zone drawings, prepared by Moore Engineering, Inc. and
dated May 17, 2006.

Further, these overlay zones are intended to prevent the establishment of
airspace obstructions in airport approaches and surrounding areas through
height restrictions and other land use controls as deemed essential to protect the
health, safety, and welfare of the people of the County of Ransom.

1.0 Special Definitions.

1.1 Utility Runway. A ranway that is constructed for and intended to be used
by propeller driven aircraft of 12,500 pounds maximum gross weight or
less.

1.2  Visual Runway. A runway that is intended solely for the operation of
aircraft using visual approach procedures with no instrument approach
procedure3s has been approved, or planned, or indicated on an FAA or
state planning document or military service airport planning document.

1.3  Non-precision Instrument Runway. A runway having an existing
instrument approach procedure utilizing air navigation facilities with only
horizontal guidance, or area type navigation equipment, for which a
straight-in non-precision instrument approach procedure has been
approved, or planned, or indicated on an FAA or state planning document
or military service airport planning document.

1.4  Precision Instrument Runway. A runway having an existing instrument
approach procedure utilizing an Instrument Landing System (ILS),
Microwave Landing System (MLS), or a Precision Approach Radar (PAR).
It also means a runway for which a precision approach system is planned
and is not indicated by an FAA approved airport layout plan; any other
FAA or state planning document, or military service airport planning
document.

1.5  Airport Imaginary Surfaces. Those imaginary area in space which are
defined by the Approach Surface, Transitional Surface, Horizontal



1.6

1.7

1.8

1.9

Surface, and Conical Surface and in which any object extending above
these imaginary surfaces is an obstruction.

Airport Hazard. Any structure, tree, or use of land which exceeds height
limits established by the Airport Imaginary Surfaces.

Approach Surface. A surface longitudinally centered on the extended
runway centerline and extending outward and upward from each end of
the Primary Surface. The inner edge of the approach surface is the same
width as the Primary Surface and extends to a width of: 1,250 feet for a
utility runway having only visual approaches; 1,500 feet for a runway other
than a utility runway having only visual approaches; 2,000 feet for a utility
runway having a non-precision instrument approach; 3,500 feet for a non-
precision instrument runway other than utility, having visibility minimums
greater than three-fourths of a statute mile; 4,000 feet for a non-precision
instrument runway having visibility minimums as low as three-fourths of a
statute mile; and 16,000 feet for precision instrument runways. The
Approach Surface extends for a horizontal distance of 5,000 feet at a
slope of 2 feet outward to each foot upward (20:1) for all utility and visual
runways; 10,000 feet at a slope of 34 feet outward for each foot upward
(34:1) for all non-precision instrument runways other than utility; and for all
precision instrument runways extends for a horizontal distance of 10,000
feet at a slope of 50 feet outward for each foot upward (50:1); thence
slopes upward 40 feet outward for each foot upward (40:1) an additional
distance of 40,000 feet.

Primary Surface. A surface longitudinally centered on a runway. When the
runway has a specially prepared hard surface, the Primary Surface
extends 200 feet beyond each end of that runway. When the runway has
no specially prepared hard surface, or planned hard surface, the Primary
Surface ends at each end of that runway. The width of the primary Surface
is 250 feet for utility runways having only visual approaches, 500 feet for
utility runways having non-precision instrument approaches, 500 feet for
other than utility runways having only visual approaches or non-precision
instrument approaches with visibility minimums greater than three-fourths
of a mile and 1,000 feet for non-precision instrument runways with visibility
minimums of three-fourths of a miles or less and for precision instrument
runways.

Transitional Surface. Extend seven feet outward for each one foot upward
(7:1) beginning on each side of the Primary Surface which point is the
same elevation as the runway surface, and form the sides of the approach
surfaces thence extending upward to a height of 150 feet above the airport
elevation (Horizontal Surface).






