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KIM Conference Updates
(Kidz in Motion)
Aug. 28‐31, 2009

IVAN 
Sept. 15, 2009

All content from KIM conference 
presentations was approved for its technical 

content

Technician Code of Conduct

• Be polite & professional 

• Build on their 
strengths/abilities

& h h

For the families you serve:

• Respect parents & their right 
to make decisions for their 
children

• Listen & learn from people. 

• “Why do you 
want to do that?”

Technician Code of Conduct
• Maintain own 
certification 

• Document your work

• Follow certification 
program content

• Support mentor 
colleagues 

• Help others develop 
skills

For Those We Serve

• Every parent and caregiver deserves the best 
we can offer. 

• Complete and unbiased information.

• We need to use vehicle and child restraint 
manufacturer instruction manuals. We can’t 
afford guess work – it’s about a child.

We Are All Educators

• Advocates, technicians, instructors and 

parents.

• Parents look to us as the voice of authority• Parents look to us as the voice of authority.

• How we educate can make or break a parent. It 

can also destroy hard won credibility.

Katharine Graham

To love what you do 
and feel that it matters.

How could anything be more fun? 



9/11/2009

2

Stocking  the 
Tool Kit

Technician tools to help you get your 
point across

• Simple ideas, information & tools

that drive home 

a 

positive messagepositive message

Putting the pieces together 

Learn, Practice, Explain

Tightness of Child Restraint

Properly Installed, a Car SeatProperly Installed, a Car Seat
Shouldn’t Move More Than 1”Shouldn’t Move More Than 1”

What is an inch equal to?
Sue Emery, WA State Restraint Coalition

How Much
Does That Child Weigh?

How Much does that child weigh?

• 1 gallon of bottled water weighs approx. 7 ½#

• 1 liter of Diet Coke weighs approx. 5#

• New borns are usually somewhere inbetween

• SO – if someone asks how heavy their infant 
car seat will be, have them put the 
appropriate amount of weight in the seat and 
carry it around prior to the birth.

Skeleton Family
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When is a 60lb. Child  
the Same as a Baby Elephant? 

Courtesy of Volvo

Answer:
In a 30 mph crash

• An unrestrained 60# child in 
a 30 mph crash can weigh as 

h l h tmuch as a young elephant. 
(1,800 #)

• Weight x speed = force

Children Are 5 Times Safer 
Riding Rear Facing up to Age 2

• 1998‐2003 crashes involving 
RF & FF children under age 2

• Effectiveness rating• Effectiveness rating 
– RF seats 93%
– FF seats only 78%

• In side impact described as 
“cocoon effect”

• Dr. Marilyn Bull, Med. Dir., Riley Hospital 
for Children, Indianapolis  information 
from article published in injury 
prevention journal.

Sock Babies Sock Babies

• Add beans  to a sock 
making the head bigger 
than the body, lay it on 
your arm to 
demonstrate how 
floppy a new borns
head is.
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Penny Jug Twinkie Physics

Twinkie Physics

The pencil folder. . . A 
work in progress

Seat Belt Webbing

Presenter contact information

Sue Emery, Jennifer Pavey, Kathy Kruger
Washington State Safety Restraint Coalition
917 Kirkland Avenue, Kirkland, WA 98033

office@800BUCKLUP.org
425‐828‐8975 Work

www.800BUCKLUP.org

What Will Work
Deciding Between Car Safety Seats and Specialized Restraints 

for Children with Special Health Care Needs

Tammy Franks, MA
Child Passenger Safety Coordinator

The Children’s Hospital at Legacy Emanuel

2009 KIDZ IN MOTION Conference
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Children First!

• Children are 
people first!

• Any medical or 
behavioral 
conditions are 
secondary.

Collaborative 
Decision‐Making Process

DME
PROVIDER

OT/PT

FAMILY

APPROPRIATEPROVIDER

MEDICAL 
CARE

PROVIDER

CPS
TECHNICIAN

O /APPROPRIATE
CHILD

RESTRAINT
SYSTEM

Resources

• American Academy of Pediatrics www.aap.org

• National Center for the Safe Transportation of Children with 
Special Health Care Needs,  Automotive Safety Program 
www preventinjury org or 800 755 0912www.preventinjury.org or 800.755.0912

• Safe Ride News www.saferidenews.com

• Safety Belt Safe  www.carseat.org

Presenter Contact Information

Tammy Franks 
Child Passenger Safety Coordinator

The Children’s Hospital at Legacy Emanuel
P tl d ORPortland, OR
503.413.4665
tfranks@lhs.org

Non‐LATCH compatibility issues Why Use Seat Belts for CRs?
Main reasons:
When multiple car seats 
installed across a bench seat.

Installing seats for children who 
weigh more than the vehicle or 
CR allows with LATCH (usuallyCR allows with LATCH (usually 
40 or 48 lbs.)

Installing in non‐LATCH position

Other reasons, including:
Some users are just more 
comfortable using seat belts 
(Decina, et al, 2006).



9/11/2009

6

“Lockability Sunsetting”
• In 1996, FMVSS 208 required lockability 
feature in all passenger seat belts.

• In 1999, FMVSS 225 included clause to 
sunset this requirement.

• Takes effect September 1, 2012–
selected because 10 years post LATCH 
on all car seats

If Sunsetting Occurs. . . 

• Seating positions with LATCH system will 
not be required to have locking feature.  
Locking clips or lock‐offs would be 
needed.

• Seating positions without LATCH would 
still require locking feature.

Will Sunsetting be Rescinded?

• Petition from SRN and SBS submitted 1/07

• NPRM to rescind clause was issued in 2007

• Comment period ended in November 2008

• Decision pushed back to later this year

• Entanglement danger – a new consideration?

Hinges, Bumps and Bulges

Consumers want folding 
options, which creates 
hinges.

Presentation Information

“Non‐LATCH Installation Issues in New Vehicles and 
Beyond” was developed for presentation at the KIM 
Conference, August 29‐31 2009. Information was 
gathered at the 2008 Seattle Auto Show, and through 
experiences at car seat check events and editing Safe Rideexperiences at car seat check events and editing Safe Ride 
News.

Denise Donaldson presenter

Benefits of 
Recycling Car Seats
• Remove outdated & 
damaged car seats 
from circulation.

Go Green! Recycling Car Seats 
Part II

2009 KIDZ IN MOTION Conference ‐ Tammy 
Franks

• Divert materials from 
landfills. Evenflo Bobby-Mac 

Circa 1979

Century 200 
1983
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YES
• Metal
• Hard Foam
• Paper 

What can we recycle?

NO
• Mixed Plastic/Metal 
Components

• Fabric

Go Green! Recycling Car Seats 
Part II

2009 KIDZ IN MOTION Conference ‐ Tammy 
Franks

• Plastic

(majority of weight is plastic and 
metal)

• Soft Foam
• Webbing

(accounts for <5% of materials) 

Presenter Contact Information

Tammy Franks 
Child Passenger Safety Coordinator
The Children’s Hospital at Legacy 

Emanuel

Go Green! Recycling Car Seats 
Part II

2009 KIDZ IN MOTION Conference ‐ Tammy 
Franks

Emanuel
Portland, OR
503.413.4665

tfranks@lhs.org

Please share your success story with me!

Today’s School Bus

• Still the safest way to transport children to 
and from school.

• Current safety standards go back to 1970’s
M h i th• Many changes since then:
– Technology
– Number of vehicles on road and their use
– Society’s concern for occupant protection

Lap‐Shoulder Belt School Bus Seats –
You Can Make a Difference Too!

• Your school district does not have to wait 
until it is legislated.

• Involved community members can work 
with school board members and school 
transportation departments to drive 
change

• Start with buses for activity and sports use
• SafeGuard will support your efforts where 

possible

SafeGuard Customer Service
1-877-447-2305

safeguardseat.com
Email: safeguard@imminet.com

Charlie Vits
317-867-8153

cvits@imminet.com

Safe Ride News’

School Bus
Safety Handbooky

• Choosing and Using Child Passenger 
Restraint Systems on School Buses

• For: pupil transportation managers, drivers, 
aids, ALSO for CPSTs who work with districts
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Features
• Selecting CSRS to fit in district buses.
• Using new technology: LATCH, tethers, 

integrated 3-point belt systems, etc.
• Proper installation of conventional, special 

needs, and school bus-specific CSRS.
• How to secure a child correctly.
• Basics of wheelchair use on buses.

• We support NHTSA SB course–classes 
listed at www.saferidenews.com

LATCH Manual

Latch Manual

• New items: 
School bus chapter ‐

separate school bus safety handbook
& trainings also available& trainings also available

Some material in LATCH manual not in CR or Veh.
Instructions.

Quick reference lists

• LA = Lower Anchors        
• TA = Tether Anchors
• LATCH = whole system
• HWH = High Weight Harness 

• Changes in CR products
10 co. allow LA or TA with boosters
19 co. make HWH seats (some need TA over 50#)

• Vehicle Wt. max. on lower anchors – little change
21 to 48#     4 to 40#    12 no max. wt. limit

6 follow CR instructions

Applies to weight of child only

Tether Anchors (TAs) 2009 models

• Incompatibility with tether adjuster hardware
vs. vehicle tether anchors

• 2009 vehicles – more than 3 TAs2009 vehicles  more than 3 TAs

• Ford TA weight max. = follow CR manuf. 
Instructions (10 brands recommend this)

• Toyota TA installation program

Head Restraint (HR) issues

• New HR standard – benefits adults

• HRs not required in back seat

• Those present may interfere with taller backed
CRs/Boosters

• New HRs often tilt forward or protrude when in 
lowest position
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Lower Anchors (LAs)

• Center rear use with non‐standard LAs. Most vehicle 
mfrs have not changed policy (limited to specific veh. 
Or not allowed)

• Follow veh. & CR Instruction Manuals

• CR instruct. must allow use with non‐standard
lower anchors within 11‐20 inches

• Seat Belt buckles & LAs close together
• LAs off center

“LATCH is great! Look at the 
tight installation in the 
center position.”

“But now you tell me

Everyone Wants to Know

But now you tell me
I can’t use LATCH in the 
center rear seat. Why?”

Policy changes

• Center rear use of lower anchors with non‐
standard LAs

• Ford – policy changep y g
Vehicles thru 08 ‐ specific models only
2009 & newer ‐ allow in all models

• GM – not allowed – specific models have 
separate center LAs

Clarification

• Subaru & Bentley clarification – 60# weights 
for LATCH system applies to child plus CR 

Entanglement issues

• Occurred with switchable retractor systems & 
children age toddler – 13 yr 

• seated in LATCH CRs, boosters & belts

• Not mainly a LATCH issue – behavioral

Entanglement (cont)

• When using LATCH:
Some allow L/S belts to be buckled behind CR
Some allow seat belt to be placed thru belt
pathpath  

• Educate caregivers 
• provide handouts
• Keep harness snug
• Carry emergency belt cutter
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• LATCH Information from presentation by 
Deborah Stewart, Safe Ride News

Right seat, right fit, why won’t they 
stay in it?

• This session addressed the different 
psychosocial & cognitive development in each 
stage of a childs life & the interventions that 
could be usedcould be used.  

• Basically stating babies need quiet & familiar 
blankets,  etc.  Older children need 
consistency, choices, consequences, etc.

• Julie Adams & Jill Bringhurst, Childrens Med.

Center, Dallas

Common Challenging Behaviors 

•What are some common challenging behaviors 
in children that prohibit consistent use of car 

seat restraints?

Dallas, Texas
Privileged and Confidential 

57

General Tips and Guidelines
•Buckle‐up from the beginning 
including modeling appropriate use of 
car seat restraints

•Make sure your child is secured 
properly 

Dallas, Texas
Privileged and Confidential 

58

•Provide things for your child to do 
while in the car

•Reward good behavior

•Provide an adult seat mate

•Pull over and stop

Thank You

• Thanks to all the KIM conference presenters 
who so generously shared their presentations, 
experience & ideas  so we could share with 
youyou.  

• Thank you CPS techs for all that you do!

Questions????


